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Environmental Protection Agency § 60.40b 

(iii) Copies of all visible emission ob-
server opacity field data sheets; 

(2) For each performance test con-
ducted using Method 22 of appendix A– 
4 of this part, the owner or operator 
shall keep the records including the in-
formation specified in paragraphs 
(b)(2)(i) through (iv) of this section. 

(i) Dates and time intervals of all 
visible emissions observation periods; 

(ii) Name and affiliation for each 
visible emission observer participating 
in the performance test; 

(iii) Copies of all visible emission ob-
server opacity field data sheets; and 

(iv) Documentation of any adjust-
ments made and the time the adjust-
ments were completed to the affected 
facility operation by the owner or oper-
ator to demonstrate compliance with 
the applicable monitoring require-
ments. 

(3) For each digital opacity compli-
ance system, the owner or operator 
shall maintain records and submit re-
ports according to the requirements 
specified in the site-specific moni-
toring plan approved by the Adminis-
trator. 

[74 FR 5083, Jan. 28, 2009, as amended at 77 
FR 9459, Feb. 16, 2012] 

Subpart Db—Standards of Per-
formance for Industrial-Com-
mercial-Institutional Steam 
Generating Units 

SOURCE: 72 FR 32742, June 13, 2007, unless 
otherwise noted. 

§ 60.40b Applicability and delegation 
of authority. 

(a) The affected facility to which this 
subpart applies is each steam gener-
ating unit that commences construc-
tion, modification, or reconstruction 
after June 19, 1984, and that has a heat 
input capacity from fuels combusted in 
the steam generating unit of greater 
than 29 megawatts (MW) (100 million 
British thermal units per hour 
(MMBtu/hr)). 

(b) Any affected facility meeting the 
applicability requirements under para-
graph (a) of this section and com-
mencing construction, modification, or 
reconstruction after June 19, 1984, but 

on or before June 19, 1986, is subject to 
the following standards: 

(1) Coal-fired affected facilities hav-
ing a heat input capacity between 29 
and 73 MW (100 and 250 MMBtu/hr), in-
clusive, are subject to the particulate 
matter (PM) and nitrogen oxides (NOX) 
standards under this subpart. 

(2) Coal-fired affected facilities hav-
ing a heat input capacity greater than 
73 MW (250 MMBtu/hr) and meeting the 
applicability requirements under sub-
part D (Standards of performance for 
fossil-fuel-fired steam generators; 
§ 60.40) are subject to the PM and NOX 
standards under this subpart and to the 
sulfur dioxide (SO2) standards under 
subpart D (§ 60.43). 

(3) Oil-fired affected facilities having 
a heat input capacity between 29 and 73 
MW (100 and 250 MMBtu/hr), inclusive, 
are subject to the NOX standards under 
this subpart. 

(4) Oil-fired affected facilities having 
a heat input capacity greater than 73 
MW (250 MMBtu/hr) and meeting the 
applicability requirements under sub-
part D (Standards of performance for 
fossil-fuel-fired steam generators; 
§ 60.40) are also subject to the NOX 
standards under this subpart and the 
PM and SO2 standards under subpart D 
(§ 60.42 and § 60.43). 

(c) Affected facilities that also meet 
the applicability requirements under 
subpart J or subpart Ja of this part are 
subject to the PM and NOX standards 
under this subpart and the SO2 stand-
ards under subpart J or subpart Ja of 
this part, as applicable. 

(d) Affected facilities that also meet 
the applicability requirements under 
subpart E (Standards of performance 
for incinerators; § 60.50) are subject to 
the NOX and PM standards under this 
subpart. 

(e) Steam generating units meeting 
the applicability requirements under 
subpart Da (Standards of performance 
for electric utility steam generating 
units; § 60.40Da) are not subject to this 
subpart. 

(f) Any change to an existing steam 
generating unit for the sole purpose of 
combusting gases containing total re-
duced sulfur (TRS) as defined under 
§ 60.281 is not considered a modification 
under § 60.14 and the steam generating 
unit is not subject to this subpart. 
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40 CFR Ch. I (7–1–16 Edition) § 60.41b 

(g) In delegating implementation and 
enforcement authority to a State 
under section 111(c) of the Clean Air 
Act, the following authorities shall be 
retained by the Administrator and not 
transferred to a State. 

(1) Section 60.44b(f). 
(2) Section 60.44b(g). 
(3) Section 60.49b(a)(4). 
(h) Any affected facility that meets 

the applicability requirements and is 
subject to subpart Ea, subpart Eb, sub-
part AAAA, or subpart CCCC of this 
part is not subject to this subpart. 

(i) Affected facilities (i.e., heat recov-
ery steam generators) that are associ-
ated with stationary combustion tur-
bines and that meet the applicability 
requirements of subpart KKKK of this 
part are not subject to this subpart. 
This subpart will continue to apply to 
all other affected facilities (i.e. heat re-
covery steam generators with duct 
burners) that are capable of com-
busting more than 29 MW (100 MMBtu/ 
h) heat input of fossil fuel. If the af-
fected facility (i.e. heat recovery steam 
generator) is subject to this subpart, 
only emissions resulting from combus-
tion of fuels in the steam generating 
unit are subject to this subpart. (The 
stationary combustion turbine emis-
sions are subject to subpart GG or 
KKKK, as applicable, of this part.) 

(j) Any affected facility meeting the 
applicability requirements under para-
graph (a) of this section and com-
mencing construction, modification, or 
reconstruction after June 19, 1986 is not 
subject to subpart D (Standards of Per-
formance for Fossil-Fuel-Fired Steam 
Generators, § 60.40). 

(k) Any affected facility that meets 
the applicability requirements and is 
subject to an EPA approved State or 
Federal section 111(d)/129 plan imple-
menting subpart Cb or subpart BBBB 
of this part is not covered by this sub-
part. 

(l) Affected facilities that also meet 
the applicability requirements under 
subpart BB of this part (Standards of 
Performance for Kraft Pulp Mills) are 
subject to the SO2 and NOX standards 
under this subpart and the PM stand-
ards under subpart BB. 

(m) Temporary boilers are not sub-
ject to this subpart. 

[72 FR 32742, June 13, 2007, as amended at 74 
FR 5084, Jan. 28, 2009; 77 FR 9459, Feb. 16, 
2012] 

§ 60.41b Definitions. 

As used in this subpart, all terms not 
defined herein shall have the meaning 
given them in the Clean Air Act and in 
subpart A of this part. 

Annual capacity factor means the 
ratio between the actual heat input to 
a steam generating unit from the fuels 
listed in § 60.42b(a), § 60.43b(a), or 
§ 60.44b(a), as applicable, during a cal-
endar year and the potential heat input 
to the steam generating unit had it 
been operated for 8,760 hours during a 
calendar year at the maximum steady 
state design heat input capacity. In the 
case of steam generating units that are 
rented or leased, the actual heat input 
shall be determined based on the com-
bined heat input from all operations of 
the affected facility in a calendar year. 

Byproduct/waste means any liquid or 
gaseous substance produced at chem-
ical manufacturing plants, petroleum 
refineries, or pulp and paper mills (ex-
cept natural gas, distillate oil, or resid-
ual oil) and combusted in a steam gen-
erating unit for heat recovery or for 
disposal. Gaseous substances with car-
bon dioxide (CO2) levels greater than 50 
percent or carbon monoxide levels 
greater than 10 percent are not byprod-
uct/waste for the purpose of this sub-
part. 

Chemical manufacturing plants mean 
industrial plants that are classified by 
the Department of Commerce under 
Standard Industrial Classification 
(SIC) Code 28. 

Coal means all solid fuels classified 
as anthracite, bituminous, subbitu-
minous, or lignite by the American So-
ciety of Testing and Materials in 
ASTM D388 (incorporated by reference, 
see § 60.17), coal refuse, and petroleum 
coke. Coal-derived synthetic fuels, in-
cluding but not limited to solvent re-
fined coal, gasified coal not meeting 
the definition of natural gas, coal-oil 
mixtures, coke oven gas, and coal- 
water mixtures, are also included in 
this definition for the purposes of this 
subpart. 
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